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IDENTITY (As ^sed on Label and 
List) 


■r 


Note: Blank spaces are not applicable or no Information Is 
available must be marked to Indicate that. 


Section 


Manufacturer s name: 

Emergency Telephone Number: 

Shun Wo New Power Electronics (Shenzhen) Co. ltd 

(+86-755)25581860 ^ 

Address: 

Telephone Number for information: 

No. 7 1st Zone, XIakeng, Tongle Village, Longgang Town, 
Shenzhen China 

(+86-755)82474151 

Linkman: 

Date of prepared and rraMOT: 

WENXIAN TANG Mgr. 

Dec 16,03 o ^ 




Volt 

3.0V 

Dlmenslons(Dxh) ^ 

Capacity 

210mAh 

Approximate welmt^ 


20.0x3.2 mm 


3.1g 


Section - Hazardous Ingredients/Identity Infqrmation 


Composing: 


Item: 

^l^^imate % of total weight Wt% 

Manganese dloxlde(Mn02) 

^ 31.7 

Graphite (C) ^ ^ 

2.1 

Teflon (PTFE) 

0.3 

Plastic (pp) 

3.9 

Stainless Steel 0^ 

48.8 

Metal Lithium ^ ^ 

2.0 

Electrolyte 

Propyleft^^rbonate(PC) 

4.5 

Dln]^6^y ethane (DME) 

4.1 

perchlorate (LICIO 4 ) 

2.6 

C: 

Hazarc|6us 

Mat0a1s 

iTGadmlum (Cd) 

10 ppm 

Lead (Pb) 

10 ppm 

Mercury (Hg) 

10 ppm 

hexavalent chromium (Cr®"") 

Not Exist 




Physical Characteristics: 

Lightweight 

Smart Volume 

Wide Operating Temperature Range(-20 ~60 ) 

Chemical Characteristics: 

Long storing period 

High Comparison Energy 

Stable Discharged voltage 

No Poison (Green Environmental Battery) 
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Section - Fire and Explosion Hazard Date 


Flammable limits: 
ABC Dry Powder 


Flash Point: 

Extinguishing Media: 

Special Fire Fighting Procedural: Portable ABC Dry Powder Fire Extinguisher 
Unusual Fire and Explosion Hazard : 

Do not deposit of battery In fire may explode: 


will Not 
will Not 


Do not short-circuit battery may arose burn: 


will Not^ 




Stability 

Unstable 


Condition to Avoid: 

Stable 

Y 


Hazardous 

Polymerization 

May Occur 


Condition to Avoid: 

WIN Not Occur 

Y 



No material will be harm to peoples bodies 


Section -Accidental Release or Spillage 


The electrolyte will not release or spillage if the baf^p^used rightly, 

But such as: high pressure, used beyond the temperature range ,be stroked ,be laid in fire, 
be pressed etc exist, that will be. ° 


Section -Handing and Storf 

When stored the batteries should be l^ in the normal temperature, normal pressure , 
shady and cool place. <5^ 


o 


